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Rethinking People Flow

Our sensor firmware enables artificial intelligence (Al) extensions which are suitable for a broad range of applications related to people counting and in-store analytics.

Use this Selection Guide to get an overview of the operating height of each Al extension. For further information, contact support@xovis.com.

PF-series PC2-series A PC3-series B o~
et /e -
PF-L PC2SE (-0) PC2SE-L (-0) PC2SE-UL (-0) PC3SE (-0) PC3SE-L (-0) PC3SE-M1 (-0) PC3SE-M2 (-0) PC3SE-H (-0) PC3SE-UH (-0)
PC2RE PC2RE-L PC2RE-UL

Group Counting ' 2.00 - 6.00m 2.20 - 6.00m 2.20 - 6.00m 2.20 - 3.50m 6.00 - 14.00m 6.00 - 9.00m 9.00 - 12.00m 11.00 - 14.00m 14.00 - 20.00m 16.00 - 20.00m
Gender Statistics 2.40 - 3.25m 2.40 - 4.00m 2.40 - 4.00m 2.40 - 3.25m - - - - - -
Apparent Age Estimation 2.40 - 3.25m 2.80 - 4.00m 2.80 - 4.00m 2.40 - 3.25m - - - - - -
View Direction 2 2.40 - 3.25m 2.40 - 4.00m 2.40 - 4.00m 2.40 - 3.25m - - - - - -
Face Mask Detection 2.40 - 3.25m 3.00 - 4.00m 3.00 - 4.00m 2.40 - 3.25m - - - - - -
Staff Exclusion Not yet available 2.50 - 3.50m 2.50 - 3.50m 2.40 - 3.25m - - - - - -

Object Detection (shopping carts,
bicycles, prams/strollers, 2.00 - 3.50m 2.20 - 3.50m 2.20 - 3.50m 1.95 - 3.50m - - - - - -

wheelchairs)

1 Group Counting is a built-in functionality of sensor firmware 5 and is provided without additional license costs.
2 Including Attention Metrics on PF-series sensors
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Group Counting '
Gender Statistics
Apparent Age Estimation
View Direction 2

Face Mask Detection

Staff Exclusion

PF-series PC2-series A PC3-series P
. .,
— - s ®_—
PF-L PC2SE (-0) PC2SE-L (-0) PC2SE-UL (-0) PC3SE (-0) PC3SE-L (-0) PC3SE-M1 (-0) PC3SE-M2 (-0) PC3SE-H (-0) PC3SE-UH (-0)
PC2RE PC2RE-L PC2RE-UL

6.56 ft - 19.68 ft
7.87 ft - 10.66 ft
7.87 ft - 10.66 ft
7.87 ft - 10.66 ft
7.87 ft - 10.66 ft

Not yet
available

7.22 ft - 19.68 ft
7.87 ft - 13.12 ft
9.19 ft - 13.12 ft
7.87 ft - 13.12 ft
9.84 ft - 13.12 ft

8.20 ft - 11.48 ft

7.22 ft - 19.68 ft
7.87 ft - 13.12 ft
9.19 ft - 13.12 ft
7.87 ft - 13.12 ft
9.84 ft - 13.12 ft

8.20 ft - 11.48 ft

7.22 ft - 11.48 ft
7.87 ft - 10.66 ft
7.87 ft - 10.66 ft
7.87 ft - 10.66 ft
7.87 ft - 10.66 ft

7.87 ft - 10.66 ft

19.68 ft - 45.93 ft

19.68 ft - 29.53 ft

29.53 ft - 39.37 ft

36.09 ft - 45.93 ft

45.93 ft - 52.49 ft

52.49 ft - 65.62 ft

Object Detection (shopping
carts, bicycles, prams/
strollers, wheelchairs)

6.56 ft - 11.48 ft 7.22 ft - 11.48 ft 7.22 ft - 11.48 ft 6.40 ft - 11.48 ft = = = = =

1 Group Counting is a built-in functionality of sensor firmware 5 and is provided without additional license costs.
2 Including Attention Metrics on PF-series sensors



